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1. (Amended) A toner supply container detachably mountable to a main assembly 

\ 

of an electrophotographic image forming apparatus, comprising: 

a toner accommodating portion for accommodating toner; 

a toner sumriv^pening for discharging toner accommodated in said toner 
accommodating poraon; 

a sealing member for unsealably sealing said toner supply opening; and 

a toner feedingVnember for feeding the toner accommodated in said toner 
accommodating portion toward said toner supply opening; 

wherein said sealinamember is provided with a supported portion to be supported 
by the main assembly of the apparatus and a supporting portion for supporting an end 
portion of said toner feeding member. 



Please add Claims 27-36 as follows: 



-2\ (New) A container according to Claim 1, wherein said supported portion is 
provided witma driving force receiving portion for receiving a driving force from the main 
assembly of theW>paratus. 



28. (New) A container according to Claim 27, wherein said toner feeding member 
is supplied with the driving force through said supporting portion. 



29. (New) A contamer according to Claim 28, wherein said toner feeding member 
is rotated by the driving force\ 
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30. (New) \A container according to Claim 29, wherein said toner feeding member 
is provided with a shaft portion and spiral feeding portion, and said supporting portion an 
end of said shaft portion. 

3 1 . (New) A container according to any one of Claims 27-30, wherein an end of 
said toner feeding member tis supported by said supporting portion even after said toner 
supply opening is brought into an unsealed state from a sealed state. 

32. (New) A contained according to Claim 3 1 , wherein said toner feeding member 
is provided in said toner accommodating portion. 

33. (New) A container according to Claim 32, wherein said supporting portion is 
disposed closer to said toner accommodating portion than said toner supply opening. 

34. (New) A container according to Claim 31, wherein an end of said toner feeding 
member is engaged with said supporting portion. 



35. (New) A container according ta Claim 27, wherein when said toner supply 
container is mounted to the main assembly onthe apparatus, said supported portion is 
supported by the main assembly of the apparat 
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